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Light Z -Pile

Moment of
Inertia per | Coating
Section Width Depth Thickness Weight Sec. Mod. Pile Area
in in in Ib/tf I In% Lin Ft In 9]
mm mm mm kg/m kg/m* cm3/m cm4 m*/m
LZ - 8 ga. 24 45 0.164 17.2 8.3 36 8.1 4.75
610 114 4.17 25.6 40.5 191.5 338 1.45
LZ-7ga. 24 4.5 0.179 18.8 9.1 3.9 8.9 4.75
610 114 4.55 28 44.4 207.4 371 1.45
LZ-5ga. 24 45 0.209 21.9 10.6 4.6 10.4 4.75
610 114 5.31 326 51.8 244.7 433 1.45
LZ -3 ga. 24 4.5 0.239 24.6 11.9 5.2 11.8 4.75
610 114 6.07 36.6 58.1 276.6 492 1.45
LZ - 250 24 4.5 0.250 256 123 54 124 4.75
610 114 6.35 38.1 60.1 287.2 517 1.45
/TS\D
Lo < L
Intermediate Light — —22 -
Moment of
Inertia per | Coating
Section Width Depth Thickness Weight Sec. Mod. Pile Area
in in in Ib/if Ib/f In% Lin Ft In* 2N
mm mm mm kg/m kg/m* cm3/m cm4 m*/m
SZ -10 22 7.5 0.164 17.2 9.4 73 274 4.75
559 191 4.17 25.6 45.9 388.3 1142 1.45
SZ-11 22 7.5 0.179 18.8 10.3 7.9 29.8 4.75
559 191 4.55 28 50.3 420.2 1242 1.45
S$Z 12 22 7.5 0.209 21.9 12 9.2 34.8 4.75
559 19 5.31 326 58.6 489.4 1450 1.45
SZ 14 22 7.5 0.239 24.6 135 10.4 39.9 4.75
559 191 6.07 36.6 65.9 553.2 1663 1.45
S$Z-15 22 7.5 0.250 25.6 14 10.9 41.8 4.75
559 191 6.35 38.1 68.4 579.8 1742 1.45
Minimum Minimum | Minimum
yield tensile
Steel qualities point strength | elongation
ASTM psi psi %
ASTM A 328 39,000 70,000 17
ASTM A 572 gr 50 50,000 65,000 18
JD FIELDS & CO. INC. OFFICE LOCATIONS
Houston, 7X New Orieans, i A Chicago, li Denver, Co.
Ph 281 558 7199 Ph 504 832 7294 Ph 708 333 5511 Ph 303 331 6190
Fax 218 870 9918 Fax 504 832 7298 Fax 708 333 5512 Fax 303 331 6191
Dallas, TX Bethlehem, Pa Brea, Ca Tuisa, Ok
Ph 972 869 3794 Ph 610 317 6304 Ph 714 257 2005 Ph 918 459 4638
Fax 972 869 3861 Fax 610 317 6308 Fax 714 257 2015 Fax 918 459 4636

Note: mm,wm.mmmmmmmmus'ms

which J D Fields & Co. Inc. cannot wammant. Dimensional data is subject to the
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Depth J

;_ Width
Intermediate Heavy
oment of
. Inertia per
Section Width Depth Thickness Weight Sec. Mod. Pile Coating Area
in in in bt | IbA? | In® Lin Ft In* ene
mm mm mm kgm |kg/m?| cm3/m cm4 m?/m
SZ-14.5 26.75 9.46 0.250 324 14.5 13.0 136.9 5.75
679 240 6.35 462 | 708 | 6915 5704 175
S$Z-18 26.75 9.46 0.312 40.4 18.1 16.2 171.1 5.75
] 679 240 7.92 601 | 883 861.7 7129 1.75
$Z-20 26.75 9.46 0.340 44.1 19.8 17.5 185.8 575
679 240 8.64 ~65.6 96.7 930.9 7733 1.75
SZ-21 26.75 9.46 0.350 45.3 20.3 18.1 191.5 5.75
679 240 3.89 67.4 99.1 9628 7979 1.75
$Z-22 26.75 9.46 0.375 48.6 21.8 19.3 204.6 5.75
679 240 953 72.3 | 1064| 1026.6 8525 1.75
Mid Heavy
Moment of
Inertia per
Section Width Depth Thickness Weight Sec. Mod. Pile Coating Area
in in in _ibAf | b | In® Lin Ft In* fEns
mm mm mm kg/m |kg/m?| cmIm cmé m2/m
$Z-250 24.5 10.75 0.250 324 15.9 16.6 182.2 5.75
622 273 635 | 482 | 776 | 8830 7 1
$Z-313 24.5 10.75 0.312 40.4 19.9 20.6 227.3 5.75
622 7. . 60.7 97.2 | 1095.7 9471 1.75
$2-340 24.5 10.75 0.340 44.1 215 22.4 247.5 5.75
622 273 864 65.6 105 1191.5 103713 1.75
$2-350 24.5 10.75 0.350 45.3 22.1 229 254 5.75
622 273 8.89 674 |107.9| 12181 | 10583 175
SZ-375 24.5 10.75 0.375 486 | 236 24.5 272.2 5.75
622 9.53 72.3 | 1152 1303.2 11342 1.75
Minimum Minimum | Minimum
yield tensile
Steel qualities point strength | elongation
ASTM psi psi %
ASTM A 328 39,000 70,000 17
ASTM A 572 gr 50 50,000 65,000 18
JD FIELDS & CO. INC. OFFICE LOCATIONS
Houston, TX New Orleans, LA Chicago, Il Denver, Co.
Ph 281 558 7199 Ph 504 832 7294 Ph 708 333 5511 Ph 303 3316190
Fax 218 870 9918 'Fax 504 832 7298 Fax 708 333 5512 Fax 303 331 6191
Dallas, TX Bethiehem, Pa Brea, Ca Tulsa, Ok
Ph 972 869 3794 Ph 610 317 6304 Ph 714 257 2005 Ph 918 459 4638
Fax 972 869 3861 Fax 610 317 6308 Fax 714 257 2015 Fax 918 459 4636

Note: Drawings, spacifications, and data have been taken from manufachsrers’ specifications
which J D Fieids & Co. Inc. cannot wamant. Dimensional data is subject 1o the manufacturers standard tolerances
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Heavy
Moment of
Inertia per | Coating
Section - Width Depth Thickness Weight Sec. Mod. Pile Area
in in_ in Ib/if | Ib#E | In® Lin Ft In‘ fENf
mm mm mm kg/m [kg/m?| cm3m cm4 m?/im
S$Z-222 22 12.25 0.312 404 | 221 26.7 299 5.75
‘ 559 311 7.92 60.1 | 1079 | 1420.2 12458 1.75
SZ-24 22 12.25 0.340 41 | 241 29.0 325.5 5.75
559 311 8.64 5. 117.7 | 15426 13563 1.75
SZ-25 22 12.25 0.350 453 | 248 29.7 334.1 5.75
559 311 8.89 674 | 121.1] 1579.8 13921 1.75
S§2-27 22 12.25 0.375 48.6 | 26.6 32.0 358 5.75
559 311 9.53 723 [ 1299 | 17021 14917 1.75
Minimum Minimum | Minimum
yleld tensile :
Steel qualities point strength | elongation
ASTM psi psi %
ASTM A 328 39,000 70,000 17
ASTM A 572 gr 50 50,000 65,000 18
JD FIELDS & CO. INC. OFFICE LOCATIONS
Houston, TX New Orleans, LA Chicago, Ii Denver, Co.
Ph 281 558 7199 Ph 504 832 7294 Ph 708 333 5511 Ph 303 331 6190
Fax 218 870 9918 Fax 504 832 7298 Fax 708 333 5512 Fax 303 331 6191
Dalias, TX Bethiehem, Pa Brea, Ca Tulsa, Ok
Ph 972 869 3794 Ph 610 317 6304 Ph 714 257 2005 Ph 918 459 4638
Fax 972 869 3861 Fax 610 317 6308 Fax 714 257 2015 Fax 918 459 4636

m:mmmmmmmmﬁunnmmw.m'mm
MJDM&&.MWWMMBW»MWMM



